
ITALIAN FIRECLAY SINKS

Installation Guide



Undermounted

There are a plethora of ways to install a fireclay sink. Here are 
some ideas. Make sure you have the conversation with your 
cabinet maker to avoid misunderstanding.

Exposed Front

Raised above benchExposed Front - sitting on shelf

Exposed SidesShort side to front
Bench sitting over half of rim  
+ Front flush with cabinets

INSTALLATION GUIDE



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Single Configurations
OPTION 1: Undermount. Suits an island 
bench. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Single Configurations
OPTION 2: Undermount but exposed and 
flush at front. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Single Configurations
OPTION 3: Undermount but exposed and 
proud at front. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Double Configurations
OPTION 4: Short side exposed and proud 
at front. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Double Configurations
OPTION 1: Undermount. Suits an island 
bench. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Double Configurations
OPTION 2: Undermount but exposed and 
flush at front. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Double Configurations
OPTION 3: Undermount but exposed and 
proud at front. 



Single fireclay BUTler Sink 
code :  FR610S

• Handcrafted in the traditional manner from robust fireclay

• 35mm thick walls for significant appearance and structural strength 

• Install with decorative or plain front exposed in the traditional style, or fully   

 enclosed as an under-mounted sink for a sleek, modern look

• Durable stainless steel basket strainer waste and sink protection rack included

Due to the nature of fireclay production, each sink will have its own character. 

Actual dimensions can vary slightly from those shown.  All dimensions +/- 10mm. It is 

recommended that sinks are supplied to the cabinetmaker for accurate sizing prior to 

construction of the cabinets.
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FR610S Double Configurations
OPTION 4: Short side exposed and proud 
at front. 




